AGM12TS Specifications


PRIVATE
LCD Module


LCD Panel
30.8cm/12.1-inch Color TFT Panel

Type
Active Matrix

Resolution
800 dots x 600 Lines

Color
262K

Pixel Pitch
0.3mm

Color Tone
64 tone

Color Filter
RGB vertical stripe type

Face Finishing
Anti-Glare Hard Coated

Viewing Angle
60°(Vertical), 100° (Horizontal)

Video
0.7Vp-p analog RGB




Input Signal


Sync
2.5 ~ 5.0Vp-p separated sync

Input Impedance
Video - 75 Ohm
Sync - 1k Ohm




Scanning Frequency


Horizontal
24 - 40Hz

Vertical
43 - 70Hz




Display Size


H x V
246mm x 184.8mm




Brightness, Contrast Ratio, Gray Scales


Brightness
250 cd/m2, Standard full white video signal

Contrast Ratio
100:1 (Min.)

Gray Scales
64 steps




Signal Input Connector


Video
DB9-15Pin

Operating/Storage Environment


Operating Temperature
32 ~ 122° F (0 ~ 50° C)

Storage Temperature
-4 ~ 140° F (-20 ~ 60° C)

Humidity
10 - 90%RH (without condensation)




Power Source


Display Monitor
DC 12V

AC-Adapter
AC110 - 240V +/-10% 47/63Hz 35W Max.




Regulations


Safety
UL, C-UL, CE

EMC
FCC Class-B

Other
International Energy Star Program




Cabinet



(W) 12.3inch x (H) 12.2inch x (D) 6.4inch




Weight


With Base
Unit: 3.7 kg / 8.3lbs without AC adapter and cables

Without Base
Unit: 2.2 kg / 4.8lbs without AC adapter and cables




Tilt Base



-5° ~ 35° Tilt angle

