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AGM18TA Specifications

	PRIVATE
LCD Module

	LCD Panel
	46cm/18.1-inch Color TFT Panel

	Type
	Active Matrix

	Resolution
	1280 dots x 1024 Lines @ 75Hz. (Max.)

	Pixel Pitch
	0.28mm

	Display Color
	16 Million colors

	Color Tone
	Up to 256 tone

	Response Time
	40ms

	Color Filter
	RGB vertical stripe type

	Face Finishing
	Anti-Glare Hard Coated

	Viewing Angle
	+/- 70°(Horizontal), +/-  55° (Vertical)

	Video
	0.7Vp-p analog RGB

	

	Input Signal

	Sync
	2.5 ~ 5.0Vp-p separated sync

	Input Impedance
	Video – 75 Ohm
Sync - 1k Ohm

	

	Scanning Frequency

	Horizontal
	31.47 ~ 79.98kHz

	Vertical
	56.25 ~ 75.3Hz

	

	Display Size

	H x V
	14.1” x  11.3” (359.0mm x 287.2mm)

	

	Brightness, Contrast Ratio, Gray Scales

	Brightness
	200 cd/m2, Standard

	Contrast Ratio
	300:1 (Typ.)

	Gray Scales
	Up to 256 gray scales

	

	Signal Input Connector

	Video
	DB9-15pin x 2

	
	

	Operating/Storage Environment
	

	Operating Temperature
	32 ~ 104°F (0 ~ 40°C)

	Storage Temperature
	-4 ~ 140°F (20 ~ 60°C)

	Humidity
	10 ~ 90%RH (without condensation)

	
	

	VESA Mounting
	

	
	100mm x 100mm

	

	Power Source
	

	Display Monitor
	AC 81-264 VAC (Auto switch), 48/62 Hz

	
	

	Regulations
	

	Safety & EMI
	UL/cUL, CSA, NRTL, TUV/GS, NEMKO SEMKO, DEMKO, FIMKO, CB report, FCC DOC, VCCI B, CISPR22B

	Low Radiation
	MPR 1990:10, TCO’99

	EMC
	CE, TUV/EMC

	Energy Star
	EPA, NUTEK, SEMKO, Power Down

	Quality
	SEMKO, Ergonomics, ISO 9241-3, ISO 9247-7, ISO 9241-8

	Environment
	TCO’99

	

	Desktop Stand/Cabinet

	Desktop Stand
	17.7” (W) x 17.9” (H) x 9.6” (D)
450mm (W) x 455mm (H) x 245mm (D)

	Free Stand
	17.7” (W) x 15.1” (H) x 3.6” (D)
450mm (W) x 384mm (H) x 91mm (D)

	

	Weight

	Desktop Stand
	22.8 lb. (10.4Kg)

	Free Stand
	19.8 lb. (9Kg)

	

	Tilt Base

	
	5° Down 30° Up

	

	Module

	
	USB (Rev 1.0)
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